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DEPARTMENT OF TRANSPORTATION (DOT) ' . r ,, - . -  , 
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Federal Aviation Administration 

14 CFR Part 39 

[Docket No. FAA-2004-+++++; Directorate Identifier 2004-NM-195-AD; 

Amendment 39-3"; AD 
L---- - 

RIN 2120-AA64 

Airworthiness Directives; Bombardier Model CL-600-2B 19 (Regional Jet Series 1 OC 

440) Airplanes 

AGENCY: Federal Aviation Administration (FAA), DOT. 

ACTION: Final rule; request for comments. 

SUMMARY: The FAA is adopting a new airworthiness directive (AD) for certain 

Bombardier Model CL-600-2B 19 (Regional Jet Series 100 & 440) airplanes. This A13 

requires repetitive inspections for cracks, sealant damage, and corrosion of the main 

fittings of the main landing gear (MLG), and corrective actions if necessary. This AD 

prompted by a report of a cracked main fitting of the MLG. We are issuing this AD tc 

detect and correct fatigue cracking of the main fitting of the MLG and consequent fail 

of the main fitting, which could result in the collapse of the MLG. 

DATES: Effective [insert date 15 days after date of publication in the FEDERAL 

REGISTER]. 

The incorporation by reference of certain publications listed in the AD is 

approved by the Director of the Federal Register as of [insert date 15 days after date o 

publication in the FEDERAL REGISTER]. 

We must receive comments on this AD by [insert date 60 days after date of 

publication in the FEDERAL REGISTER]. 

ADDRESSES: Use one of the following addresses to submit comments on this AD. 
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